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CLIP MACHINES

All clip machines are operated with compressed 
air and are characterised by well-conceived er-
gonomics and the use of high-grade materials. 
Thanks to the predominant use of stainless steel, clip ma-
chines are hygienic and easy to clean.

Choose the right product for your application from our  
product range:

	� Manual table-top clippers
	� Semi-automatic double clippers
	� Fully automatic double clippers
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CLIP-MACHINES
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MANUAL CLIPPERS

DEVICE SPECIFICATION

Height Width Length Weight

835 mm | 32.87" 220 mm | 8.66" 400 mm | 15.75" 14.60 kg | 32.19 lbs

Operating pressure Max. 6 bar  |  max. 90 psi

Air consumption .
per stroke

0.87 l
Performance at 90 psi / 6.2 bar (0.62 MPa)

The BSC table-top clipper series comprises six single clippers that can process different sizes of al-
uminium clips. The clippers are made of corrosion-free chrome-nickel steel and composite material, 
and comply with the very latest safety and hygiene requirements. Natural and artificial casings, nets 
and bags are fastened securely and gently.

	� Hygienic thanks to rustproof stainless steel cylinder
	� Simple operation by compressed air
	� Available for roll-clip and flat-clip fasteners
	� Easy to clean

Table-top single clippers 
BSC series

Sturdy base plate
The base plate has dimensions of 200 x 300 mm (7.87" x 
11.81") Special rubber feet ensure that the table-top clipper 
is held securely in place. 

Adjustable clip closure
The stroke limit can be adjusted manually using a handwheel. 
This allows the clip closure to be adjusted individually to the 
sensitivity of the material or the required tightness. 
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MANUAL CLIPPERS

DEVICE SPECIFICATION

Height Width Length Weight

850 mm | 33.46" 300 mm | 11.81" 450 mm | 17.72" 19.5 kg | 42.99 lbs

Clip capacity 2 x 350 clips

Calibre 25 – 100 mm | 0.98 - 3.94 inch

Operating pressure Max. 6 bar  |  max. 90 psi

Air consumption .
per stroke

4.20 l
Performance at 90 psi / 6.2 bar (0.62 MPa)

The BDC 200 MT table-top double clipper is a re-
liable device for fastening plastic and natural sau-
sage casings in a caliber range of 25 to 100 mm 
(0.98 - 3.94 inch). The clipper is easily operated, 
quick to set up and saves space. It is especially 
suitable for manufacturing ring-shaped sausage 
products and for packing in nets. 

	� Hygienic thanks to rustproof 
stainless steel cylinder

	� Automatically cuts portions to size
	� Optional loop inserter and 

string dispenser available
	� Space-saving and easy to operate
	� Upgradable to semi-automatic operation 

through the addition of modular components

OPTIONAL EXTRAS:

	� Special net-cutting blade
	� Special blade for soft casings
	� Converging blades for closing 

large-diameter casings
	� Automatic loop positioner
	� Automatic string dispenser
	� Second tray on the right
	� Compressed air treatment

Accessory for net packaging
The double clipper can be purchased with a special blade 
(KB version) for packing large units in netting (e.g. hams).

Quick and versatile
Placed freely on a work surface, the table-top double clipper 
is immediately ready to use. The clipper processes five clip 
sizes and offers a wide range of possible uses.

Table-top double clipper
BDC 200 MT
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MANUAL CLIPPERS

DEVICE SPECIFICATION

Height Width Length Weight

910 mm | 35.83" 510 mm | 20.08" 660 mm | 25.98" 30 kg | 66.14 lbs

Clip capacity 2 x 350 clips

Calibre 25 – 100 mm | 0.98 - 3.94 inch

Operating pressure Max. 6 bar  |  max. 90 psi

Air consumption .
per stroke

5 l
Performance at 90 psi / 6.2 bar (0.62 MPa)

The pivoted BDC 200 MR table-top double clipper 
is a reliable device for fastening plastic and nat-
ural casings in a caliber range of 25 to 100 mm 
(0.98 - 3.94 inch). The clipper is easily operated, 
quick to set up and saves space. It is especially 
suitable for manufacturing ring-shaped sausage 
products and for packing in nets. 

	� Pivotable 60° and 90°
	� Moveable casing brake
	� Automatically cuts portions to size
	� Upgradable to semi-automatic operation 

through the addition of modular components

OPTIONAL EQUIPMENT:

	� Special blade for soft casings
	� Converging blades for clos-

ing large-diameter casings
	� Automatic loop positioner
	� Automatic string dispenser
	� Compressed air treatment

Options
Optionally, the BDC 200 MR can  be equipped with a string 
dispenser, a special blade for netting and different filling 
tubes and casing brakes.

Table-top double clipper
BDC 200 MR

Pivotable 60°/90°
The clipper is pivotable for easier loading of the filling tube. It 
can then be locked back into the pre-set operating position.
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SEMI-AUTOMATIC
MACHINES

Pivotable clip head
The clip head is pivotable by 90 degrees for easier loading 
of the filling tube.

Optional loop inserter
At the press of a button, a loop is inserted before the clipping 
process. The loop feed is available as an optional accessory. 

Automatic filler control
A controller on the clipper regulates synchronous operation 
with the filler. The filler determines the portion size with the 
exact weight required. 

DEVICE SPECIFICATION

Height Width Length Weight

1800 mm | 70.87" 500 mm | 19.69" 1000 mm | 39.37" 53 kg | 116.85 lbs

Clip capacity 2 x 350 clips

Calibre 25 – 100 mm | 0.98 - 3.94 inch

Operating pressure Max. 6 bar  |  max. 90 psi

Air consumption .
per operation

5 l
Performance at 58 psi / 4 bar (0.62 MPa)

Double clipper 
BDC 200 SM

The semi-automatic BDC 200 SM double clipper 
can be connected mechanically to any filler. It is 
especially suitable for fastening sausage prod-
ucts in a caliber range of 25 to 100 mm (0.98 to 
3.94 inch). The ideal machine for medium-sized 
trades.

	� Compressed air operation – no 
electrical power required

	� Extremely corrosion-proof, stain-
less steel and plastic construction

	� With mobile, height-adjustable undercarriage
	� Pneumatic casing brake for even filling
	� Precise portioning
	� Automatic cutting between portions

OPTIONAL EQUIPMENT:

	� Special blade for soft casings
	� Automatic loop positioner
	� Automatic string dispenser
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FULL-AUTOMATIC

Double clipper

BDC 700 AM

DEVICE SPECIFICATION

Height Width Length Weight

1700 mm | 66.93" 800 mm | 31.50" 1200 mm | 47.24" 115 kg | 253.53 lbs

Clip capacity 2700 – 3600 clips

Calibre 30 – 140 mm | 1.18 - 5.51 inch

Operating pressure Max. 6 bar  |  max. 90 psi

Air consumption .
per operation

11 l
Performance at 58 psi / 4 bar (0.62 MPa)

Touchscreen control
The BDC 700 AM is controlled and service inspections are 
conducted from an integrated touchscreen. The number of 
portions produced and important operating parameters can 
be checked on the screen.

Smooth removal
The finished portions are removed gently and smoothly on 
the support plate with rollers.

The fully automatic BDC 700 AM double clipper 
can be connected mechanically to any filler. A 
controller on the clipper regulates synchronous 
operation with the filler. The filler determines the 
portion size with the exact weight required. The 
automatic clipper is especially suitable for fasten-
ing all types of casing in a caliber range of 30 to 
140 mm (1.18 to 5.51 inch). The ideal machine 
for small, medium and large scale trades and in-
dustry.

	� Automatic filling, clipping and cutting
	� Precise portioning
	� Loop feeder as a standard equipment
	� Mobile, height-adjustable undercarriage
	�

OPTIONAL EQUIPMENT:

	� Automatic string dispenser
	� Additional sets of stuffing 

tubes from 18 till 45 mm
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